
Technical Specifications

ACCLAIM MODELS

UHF WIRELESS

The Acclaim is versatile enough to meet the needs of the most demanding user and it’s filled with features 
and benefits that far out shine all the rest.  The lectern base is also a portable transport case with tilt-n-roll 
casters for easy movement.  If a school or parks & recreation department need a reliable portable lectern 
sound system, the Anchor Audio Acclaim will soon be ready to perform.  

S-ACC/0810

Reach Crowds of 500+

True AC/DC – 110/220 Power Supply

16 Channel UHF Diversity Wireless 
by Anchor Audio

Single Built-in Wireless Receiver Option

Runs 7+ Hours on a Charge Using  
Rechargeable Batteries

High Fidelity Sound From High Efficiency  
Amp & Full-Range Speaker

Sealed, Lead-acid Batteries & Built-in Charger

1/4” Input Microphone Jack

External Speaker 1/4” Output Jack Powers Optional 
Unpowered AN-1001X Companion Speaker

Sensitive 24” Removable Electret  
Gooseneck Microphone

20W Amplifier

Lightweight Tabletop - 30 lbs

WH-6000   Wireless handheld microphone/
transmitter

WB-6000   Wireless body-pack transmitter  
(requires handsfree microphone)  
Microphone options include:   
Over-the-Ear/EM-60T,  
Lapel/LM-60, Collar/CM-60, 
Headband/HBM-TA4F

Rated Peak Power 20 watts
Max SPL @ Rated Power 113 dB @ 1 meter
Frequency Response 400 Hz – 10 kHz
Charger (RC-6000) 18V DC/universal input 
 (100Vac – 240Vac, 50 – 63Hz)
Battery 12 volt rechargeable, 5 AH
Dimensions 
   Base (HWD) 14” x 22.5” x 13.5”  
 ( 35.6 x 57 x 34.3 cm)
   Table Top(LW) 22.5” x 19” ( 57 x 48 cm)
   Lectern 14.5” x 22.5” x 9” 
 (37cm x 57 cm x 23 cm)
Weight 30 lbs/ 13.6 Kg

Inputs
Lectern Microphone Lo-Z, balanced, phantom power, XLR
Wired Microphone Lo-Z, unbalanced, 1/4”-phone
Line Hi-Z, unbalanced, 1/4” phone
Outputs
Line (post fader) Lo-Z, 1/4”-phone
Speaker Out 4W, unswitched, 1/4”-phone
 unswitched – 4Ω, 1/4” phone
ACL-BASE
Dimensions  (HWD) 30.25” x 21.25” x 20.5”  
 (77 x 54 x 52 cm)
Weight 38 lbs / 17.2 Kg

ACL-7500   AC/DC portable lectern with built-in sound system – gray
ACL-7500U1   AC/DC portable lectern with built-in sound system & wireless  

receiver – gray
ACL-7500BK   AC/DC portable lectern with built-in sound system – black
ACL-7500U1BK  AC/DC portable lectern with built-in sound system & wireless  

receiver – black
ACL-7500U2 AC/DC portable lectern with built-in sound system & two wireless  

receivers – gray
ACL-7500U2BK AC/DC portable lectern with built-in sound system & two wireless  

receivers – black

 (ACL-7500U2 Lower Panel Shown)

(ACL-7500U2 Upper Panel Shown)

MADE IN USA

SIX YEAR WARRANTY

Acclaim Lectern System
Technical Specifications

Features

(Features & Specifications Subject To Change Without Notice)
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UHF WIRELESS

The Go Getter is perfect for voice projection in an indoor or outdoor setting, and for playing music during school activities.  
The unit delivers 109dB of intelligible speech, and is designed for users with little-to-no technical background.

Featuring a quick set-up and easy-to-use controls, the new Go Getter is a truly versatile sound system with true AC/DC 
operation, and improved battery life.  The system is ideal for schools, corporate training, and places of worship.

S-E/1210

Reach Crowds of 500+

True AC/DC - 110/220V Power Supply

Single or Dual UHF Wireless with  
16 User Selectable Channels

Optional MP3/CD Player Combo

LED Displays Charging and Low Battery

Two Microphone Combo Input Jacks

6.5” Woven Fiber Woofer &  
High-Output Horn Tweeter

Lightweight at just 23 Pounds

Improved “Limiter” Circuitry Reduces 
Distortion & Increases Intelligibility 

Durable Injection-Molded  
Polypropylene Case

External Speaker Output Powers  
Optional Companion Speaker

WH-6000   Wireless handheld microphone/
transmitter

WB-6000   Wireless body-pack transmitter  
(requires handsfree microphone)  
Microphone options include:   
Over-the-Ear/EM-TA4F, Lapel/LM-60, 

 Collar/CM-60, Headband/HBM-TA4F

Rated Power Output 75 watts AC/DC mode
Max SPL @ Rated Power 109dB @ 1 meter
Frequency Response 60 Hz – 16 kHz
AC Power Reqs. 90 – 264 VAC, 50/60 Hz
Dimensions (HWD) 18” x 11” x 9” (46 x 28 x 23 cm)
Weight (AC/DC) 23 lbs/ 10.4 Kg

Inputs
Microphone (Two combo) Lo-Z (1 KΩ), balanced, XLR
 12 VDC condenser microphone 
 phantom power 
 Hi-Z (10 KΩ), balanced 1/4” phone
Auxiliary (line) Hi-Z (10 KΩ), balanced 1/4” phone
Outputs
Line (post fader) Lo-Z, buffered, 1/4”unbalanced/
 balanced
Speaker Out 4-pole Neutrik Speakon® jack

(Back Panel)

Features

MADE IN USA

SIX YEAR WARRANTY

Go Getter Sound System
Technical Specifications

TECHNICAL SPECIFICATIONS

(Features & Specifications Subject to Change Without Notice)
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www.anchoraudio.com

GO GETTER MODELS

GG AC/DC powered sound system
GG-U1 One wireless receiver
GG-U2 Two wireless receivers
GG-C Built-in MP3/CD Player
GG-CU1 MP3/CD player & built-in 

wireless receiver
GG-CU2 MP3/CD player & two built-in 

wireless receiver
GG-01 Unpowered companion speaker



Designed to Safely Hold Anchor Liberty, 
Go Getter or Explorer Pro Sound System

Gooseneck Electret Microphone to Pick Up Even 
the Most Soft-spoken Presenters

Connects to Existing P.A. Systems Via XLR  
Microphone Connector

Shock-Absorbing Microphone Mount Lets You 
Boost Volume Without Adding Feedback/
Vibration Noise

Microphone Mounted on Detachable  
24” Gooseneck

Tilt-N-Roll Casters with Safety Strap  
for Easy Transport

Lectern Ships Flat in One Box  
(Sound System Ships Separately)

Easy Assembly with Phillips Screwdriver  
(Not Included)

Microphone Cable with XLR Connector Routed  
to Center Console for Easy Access

LM-618   24” gooseneck microphone
LC-400 Admiral cover

(Sound System Not Included)

FL-7500 – Assembled Dimensions
Total (HWD) 46” x 25” x 20” 
 (117 x 64 x 51 cm)
Table Top (WD) 24” x 21.5” 
 (61 x 55 cm)
Console Opening (HWD) 22” x 14.25” x 15”
 (66 x 36.2 x 38.1 cm)
Weight 68 lbs / 31 Kg

FL-7500 – Shipping Dimensions
Total (HWD) 16.5” x 39” x 24”
 (42 x 99 x 61 cm)
Weight 75 lbs/ 34 Kg
LM-618 – Lectern Microphone
Element Type Electret condenser
Microphone Output (Post Fader) Lo-Z, transformer balanced, XLR
Phantom Power Voltage 9-52 VDC

FL-7500   Portable lectern with front speaker 
grill, microphone & shockmount 

 (includes LM-618 gooseneck 
microphone)

LK-LIB Portable lectern with front speaker 
grill, microphone, shockmount & 
Liberty sound system

(Sound System Not Included)

Technical Specifications

ADMIRAL MODELS

ACCESSORIES

Features

SOLID AMERICAN OAK

MADE IN USA

TWO YEAR WARRANTY

Admiral Lectern System
Technical Specifications

(Features & Specifications Subject To Change Without Notice)

The Admiral lectern is an impressive companion 
for Liberty Platinum, Go Getter or Explorer PRO 
portable sound systems.  The sound system fits 
securely into the rich oak cabinet space.  Simply 
plug the microphone connection cable into the 
back of the sound system, and you have turned 
a portable sound system into a formal, powered 
lectern with a 24” gooseneck electret microphone.



The Beacon® is a battery powered portable sound system like 
no other. The Line Array Tower with eight 4” speakers can be 
opened in less than a minute. With the additional three 8” 
woofers in the base, full-range sound spreads evenly over any 
large crowd.

The Beacon offers user-friendly feature controls, a  
built-in MP3 player and  up to two wireless microphones. The 
compact enclosure has a storage bag for microphones and a 
collapsable handle with rolling wheels.

Reach Crowds of 2,500+

AC Mode = 150W / DC Mode = 125W

Eight 4” Speakers

Three 8” Woofers

True AC/DC - 110/220V Power Supply

Two Universal Microphone Input Jacks

Single or Dual Built-in UHF Wireless with 16 User 
Selectable Channels

Optional Built-In MP3 Player Accepts SD Card,USB 
Flash Drive or 3.5mm input for iPod

USB Port for Charging MP3/iPod®

“Voice Over” Music Ducking Feature

Patented, Lightweight Speaker Array  
with Snap Lock Connection

Durable Case with Wheels, Retractable Handle & Nylon 
Storage Bag

Proprietary Class D Amplifier

User Replaceable Batteries

Charging LED Bar Indicator

Operates 6-8 hours on a Single Charge

No Tripod Stand Needed

UV Treated / Fade Resistant Case

TECHNICAL SPECIFICATIONS

Features

MADE IN USA

SIX YEAR WARRANTY

Beacon® Sound System

Rated Power Output 150 watts AC / 125 watts DC
Max SPL @ Rated Power 120 dB
Battery Two 12 V rechargeable, 9.0 AH
 Full recharge: approx 7 hrs
Frequency Response 60 Hz – 15 kHz ± 3dB
Line Output (post fader) isolated, 600 W, 1/4” phone
AC Power Reqs. 100 – 240 VAC, 50/60 Hz, 300W max
DC Out 12V 500mA
USB 5V 500mA
Dimensions Closed (HWD) 28.5” x 18” x 12.5” (72 x 45 x 31cm)
Dimensions Opened (HWD) 71.5” x 18” x 12.5” (181 x 45 x 31cm)
Weight 51 lbs / 23 Kg

Microphone Inputs: Lo-Z (1 KW), balanced, XLR
 12 VDC condenser mic (phantom) power
 Hi-Z (10 KW), unbalanced, 1/4” phone
 Hi-Z (10 KW), unbalanced, 1/8” stereo,
 1/4” phone
Line In/Out unbalanced, stereo RCA
Sensitivity For Rated Output
Lo-Z Microphone -52 dBV (2.5 mVrms)
Hi-Z Microphone -43 dBV (7.5 mVrms)
Auxiliary (line) -14 dBV (200 mVrms)
Phantom Power 36V

(Features & Specifications Subject to Change Without Notice)

Technical Specifications
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MADE IN THE USA

Anchor Audio, Inc.
800/ANCHOR1

www.anchoraudio.com
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(BEA-7500MU2 Back Panel Shown)



UHF WIRELESS

The next generation Explorer PRO is perfect for sound projection in an indoor or outdoor settings and playing music during 
school activities.  The unit delivers 109dB of intelligible speech from one sound system designed for users with no technical 
knowledge.

Featuring quick set up and easy to use controls, the new Explorer PRO is truly versatile with true AC/DC operation and 
improved battery life.  The system is ideal for schools, corporate trainers and places of worship.

S-E/1210

Reach Crowds of 500+

True AC/DC - 110/220V Power Supply

Single or Dual UHF Wireless with  
16 User Selectable Channels

LED Displays Battery Level  
& Charge State

Two Microphone Combo Input Jacks

Short Circuit & Thermal  
Overload Protection

6.5” Woven Fiber Woofer &  
High-Output Horn Tweeter

Lightweight at just 23 Pounds

Improved “Limiter” Circuitry Reduces 
Distortion & Increases Intelligibility 

Speech Projection Mode For  
Crystal-Clear Voice Projection

“Voice Over” Music Ducking Feature

Durable Injection-Molded  
Polypropylene Case

External Speaker Output Powers  
Optional Companion Speaker

WH-6000   Wireless handheld microphone/
transmitter

WB-6000   Wireless body-pack transmitter  
(requires handsfree microphone)  
Microphone options include:   
Over-the-Ear/EM-TA4F, Lapel/LM-60, 

 Collar/CM-60, Headband/HBM-TA4F

Rated Power Output 75 watts AC/DC mode
Frequency Response 80 Hz – 16 kHz
AC Power Reqs. 90 – 264 VAC, 50/60 Hz
Dimensions (HWD) 17” x 10.5” x 9.5” (43 x 27 x 24 cm)
Weight (AC/DC 23 lbs/ 10.4 Kg
Weight (AC only) 16 lbs/ 7.25 Kg

Inputs
Microphone (Two combo) Lo-Z (1 KΩ), balanced, XLR
 12 VDC condenser microphone 
 phantom power 
 Hi-Z (10 KΩ), balanced 1/4” phone
Auxiliary (line) Hi-Z (10 KΩ), balanced 1/4” phone
Sensitivity For Rated Output
Line -8.4 dBV (380 mVrms)
Mic (unbal & bal) -49 dBV (3.63 mVrms)
Outputs
Line (post fader) Lo-Z, buffered, 1/4”unbalanced/
 balanced
Speaker 4-pole Neutrik Speakon® jack

(EXP-7500U2 Back Panel Shown)

Features

MADE IN USA

SIX YEAR WARRANTY

Explorer PRO Sound System
Technical Specifications

TECHNICAL SPECIFICATIONS

AC Models Also Available

(Features & Specifications Subject to Change Without Notice)
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TECHNICAL SPECIFICATIONS

Thousands report the MegaVox PRO as the most reliable Public Address system on the market.  Emergency responders like its 
signal alert siren, wired microphone and convenient shoulder strap.  Coaches, band directors and auctioneers appreciate the 
flexibility of the AC/DC operation and the range of the wireless microphones.  

With the MegaVox Pro you’re ready for any situation . . .  it’s lightweight, loud & easy to carry.  Just grab it and go!

MEGAVOX MODELS

UHF WIRELESS

WH-6000   Wireless handheld microphone/
transmitter

WB-6000   Wireless body-pack transmitter  
(requires handsfree microphone)  
Microphone options include:   
Over-the-Ear/EM-TA4F, Lapel/LM-60,  
Collar/CM-60, Headband/HBM-TA4F

MegaVox Pro U2 Back Panel Silkscreen Artwork                          217-0198-000 rev. E
(Reference dwg# 216-0198-000 for dimension & material info)

Anchor Audio, Inc.                                                                                    March 15, 2011

800.262.4671

POWER INLET

100-240 VAC / 47-63 HZ
(250 WATTS MAX)

MEGA-7500U2

(MEGA-7500U2 Back Panel Shown)

MEGA-7500   Battery powered PA system 
wired microphone & built-in 
rechargeable battery

MEGA-7500U1   One built-in wireless receiver
MEGA-7500U2   Two built-in wireless receivers
MEGA-7501 Unpowered companion speaker

Rated Power Output 20 watts
Max SPL @ Rated Power 119 dB @ 1 meter
Frequency Response 400 Hz – 10 kHz
Charger (RC-6000) 18V DC/universal input 
 (100Vac – 240Vac, 50 – 63Hz)
Battery 12 volt rechargeable, 5 AH
Dimensions (HWD) 13”x 9” x 14” (33 x 23 x 36 cm)
Weight 15lbs / 6.8 Kg

Inputs
Line Hi-Z, unbalanced, 1/4”-phone
Mic 1 Lo-Z, unbalanced, 1/4”-phone 
 (used for wireless on MEGA-6000U1)
Mic 2 Lo-Z, unbalanced, 1/4”-phone
Outputs
Line (post fader) Lo-Z, 1/4”-phone
Speaker Out 4W, unswitched, 1/4”-phone

MEGAVOX PRO DAISY-CHAIN
DAISY-CHAIN READY • CONNECT MULTIPLE SYSTEMS

SIMPLE LINE-OUT TO LINE-IN CONNECTION 
EXPANDS YOUR COVERAGE

MADE IN USA

SIX YEAR WARRANTY

MegaVox PRO PA System
Technical Specifications

Features

(Features & Specifications Subject to Change Without Notice)

True AC/DC, 110/220V power supply

Reaches a distance of 100 yards

Lightweight – Only 15 lbs

High-efficiency re-entrant horn driver

Powerful horn amplifier

Up to two built-in 16-channel UHF wireless 
receivers 

Built-in rechargeable battery runs up to  
10 hours on a charge

Microphone with coil cord

Signal alert button 

External speaker output

External output powers optional MegaVox Pro 
companion speaker

Durable injection-molded case is tough,  
fade resistant & UV treated

Speaker stand receptacle molded into  
case bottom



“PUSH TO TALK “ OR

ALWAYS ON SLIDE SWITCH

BELT CLIP

BATTERY COMPARTMENT

The ProLink 500 is a digital wireless intercom system that 

allows full duplex communication between 

four users simultaneously with the option of 

unlimited number of listen only belt packs.   

The transmitter and receiver operate utilizing 

the FCC license free 902 - 928 MHz range for 

the U.S. without the need for a base station.  

The ProLink 500 has the capability to transmit 

up to 500 feet line of sight and allows communication through walls 

and glass. Depending on usage, it can operate up to 12 hours using rechargeable alkaline batteries.  Each belt pack will be able 

to communicate in “Push-to-Talk” mode, which always receives but only transmits when the PTT button is pushed, or “Always On” 

mode which provides completely hands-free communication. It has Bluetooth capability allowing the freedom to move around up to 

10 feet from the MASTER beltpack. 

FCC ID:  J8ZBP-9000

Heavy Duty 4-Pin XLR Connector
Choice of Single, Dual Muff or  
Lightweight Headsets
A/B Channel Selection
“Push to Talk” or “Always On” Modes
Microphone Gain Setting
Out of Range Indicator LED
Low Battery Indicator LED
Charging Indicator LED
Rechargeable Batteries Included
Gang Charger for Four Belt Packs
FCC License Free
500 ft. Line of Sight Wireless Communicaton

Technical Specifications

BP-500M Master belt pack
BP-500R Remote belt pack 
BP-500L Listen only belt pack
H-2000 Dual ear muff headset 
H-2000S Single ear muff headset 
H-2000L Dual muff headset listen only
H-2000LS Single muff headset listen only
H-2000LT Lightweight headset
GC-500 Gang charger 
HC-ARMOR24-PL Anchor Armor hard case - 
 Prolink 500

Components

Features

ProLink 500™ Intercom Patent Pending 

(Features & Specifications Subject to Change Without Notice)

MADE IN USA

TWO YEAR WARRANTY

Technical Specifications

MIC GAIN CONTROL CHANNEL SELECTOR

RX/TX LED (RED)

PTT BUTTON

POWER LED (GREEN)

ON/OFF/VOLUME CONTROL

ProLink Belt Pack (BP-500)

RF Frequency Range 902-928MHz
Modulation FSK
Range (line of sight) Duplex  500’ / 152.4 m 
Antenna 1/2 - wavelength dipole
Power Supply 9VDC, 1.2ADC
Battery Life 12 hours 
Weight 15 oz / 0.42kg (with batteries)
Dimensions 4.5” x 6.25” x 3.75”  
 (114.3 x 158.75 x 95.25 mm)

Single-Ear (H-2000S) & Dual-Ear  
Headphones (H-2000) 

Drivers Dynamic, 40mm
Impedance 300 Ω  +/- 15%
Frequency Response 20Hz - 20kHz
SPL 91dB +/- 3dB
Rated Power > 40mW
Distortion < 5%
Microphone Dynamic, Uni-directional, 
 Low impedance

Microphone Sensitivity Referenced to 0dB=1V/ μbar,1kHz
 Min  -85 dB / Typical  -83 dB / 
 Max  -81 dB

Frequency Response 200Hz-12kHz
Connector Plug 4-pin XLR, female
Weight Single:  13 oz / 0.37 kg & 
 Dual:  16 oz / 0.45 kg
Bluetooth
   Range 10-20 ft LOS
   Frequency 2.4 GHz

•PRO-540 Four User Package:

One BP-500M master belt pack, three  
BP-500R remote belt packs, four headsets 
(H-2000 or H-2000S), one GC-500 gang 
charger & one lightweight, high-density 
cardboard case

Packages

•PRO-570 Seven User Package:

Two BP-500M master belt packs, Five  
BP-500R remote belt packs, Seven headsets 
(H-2000 or H-2000S), Two GC-500 gang 
charger & one lightweight, high-density 
cardboard case



ACCESSORIES

Seville Lectern System

Reach Crowds of 500+

20W Amplifier and High Efficency speaker

Sensitive 24” Gooseneck  
Electret Microphone for Clear  
Voice Projection

Shock-Absorbing Microphone Mount

Line Output Jack for  
Recording Presentations

One or Two Built-in Wireless Receivers

Input Jack: 1/4” 

Dual-Intensity Reading Light

Line-Level Output For Recording

Deluxe Model has Rich, 
Golden Oak Surfaces & Solid Oak Trim

Tilt-N-Roll Casters for Quick 
& Easy Transport

LM-618   24” gooseneck microphone
LC-650   Padded nylon slipcover
UHF-6400   UHF 64 channel wireless 

microphone set with choice of 
wireless handheld mic/transmitter 
or wireless body-pack transmitter 
with handsfree microphone.  
Handsfree microphone options 
include:  Over-the-Ear/EM-TA4F, 
Lapel/LM-60, Collar/CM-60, 
Headband/HBM-60

(LP-7500U2 Control Panel Shown)

WARNING: Electric shock hazard. Do not remove cover. Contact 
Anchor Audio for repair/service. To reduce risk of �re or electric 
shock, do not expose this equipment to rain or moisture.
CAUTION: For use indoors and in dry, nonhazardous locations ONLY.                                               

FUSE REPLACEMENT: 
For continued protection 
against risk of �re, replace with 
same type and rating fuse only.
35W/Single Phase.
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MADE IN THE USA

Anchor Audio, Inc.
800/ANCHOR1

www.anchoraudio.com

Features

MADE IN USA

SIX YEAR WARRANTY

Technical Specifications

The Seville lectern brings an air of strength and integrity to any presentation.  With its built-in sound system and rich oak 
finish, the Seville is at home on stage, in an elegant hotel or in the university auditorium.  The wireless model allows the 
presenter to use a projector or white board with a hands free microphone.

TECHNICAL SPECIFICATIONS

(Features & Specifications Subject to Change Without Notice)

Rated Power Output 20 Watts
Max SPL @ Rated Power 113 dB @ 1 meter
Frequency Response 65 Hz – 15 KHz
AC Power Reqs. 110 – 125 V AC, 50/60 Hz
 210 – 240 V AC, 50/60 Hz
 (40 VA nominal, 120 VA max)
Speaker Type 6.5” woofer, high-output tweeter
Dimensions (HWD) 49” x 24” x 21”  
 (125 x 61 x 53 cm)
Weight 122 lbs/ 55 Kg

Inputs
Lectern Microphone Lo-Z, balanced, phantom power, 
 XLR
Auxiliary Microphone Lo-Z, unbalanced, 1/4”-phone
Aux Hi-Z, unbalanced, 1/4”-phone
Sensitivity For Rated Output
Microphone -52 dBV (2.5 mVrms)
Line -14 dBV (200 mVrms)
Outputs
Line (post fader) buffer isolated, 1/4” phone



CouncilMAN™

Features
Anchor Audio’s portable conference system travels from 
the council chambers to community center with ease of 
setup and simplicity of use. The CouncilMAN™ is flexible 
to the demands of most room sizes and manages up to 
ten microphones. With an optional wireless microphone 
the panel takes questions from the audience.

The AN-100CM+ Powers up to Sixteen Microphones
Conference Microphones Daisy Chain with Standard XLR Cables
Cardioid Electret Microphones have Excellent “Pick-Up” 
Each Microphone has Adjustable Volume Control
16 Channel UHF Wireless Microphone Option for Audience Q&A
Chairman Microphone Can Mute All Delegate Microphones
Immunity from Mobile Telephone Interference
¼” & XLR Balanced Line Out for Recording, Connection to House Audio System 
or Assistive Listening System
3.5mm Line In for Music Player Device 
Reaches Crowds up to 150 People

(AN-100CMU1+ Control Panel Shown)

AN-100CM+   Speaker monitor/black
AN-100CMU1+  One built-in wireless receiver/black
CHM-100 Chairman microphone
DEL-100 Delegate microphone

AN-100CM+ MODELS

WH-6000 Wireless handheld 
 microphone/transmitter

UHF WIRELESS

SS-250 Speaker stand
SB-3BK 40° Tilt Ceiling mount bracket
SB-360BK 360° swivel wall bracket
HC-ARMOR24-CM Anchor Armor hard case - CouncilMAN
CC-550 Soft Case for two SS-550 speaker stands
RM-1BK Single rackmount
RM-12BK Dual rackmount
EX-4M 4 ft. XLR cable
EX-25M 25 ft. XLR cable

ACCESSORIES

MADE IN USA

TWO YEAR WARRANTY

FOR USE WITH THE COUNCILMAN
CONFERENCE CENTER MICROPHONES ONLY

WARNING! CONVENTIONAL MICROPHONES
CAN BE DAMAGED IF CONNECTED HERE
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MADE IN THE USA

Rated Power Output 30 watts
Max SPL @ Rated Power 103 dB @ 1 meter
Frequency Response 65 Hz – 18 kHz ± 3 dB
Speaker Type  4.5” woofer, 10 mm dome tweeter
  Magnetically shielded
AC Power Reqs.  100 – 240 VAC, 50/60 Hz
Fuse Rating  T 1.0A / 250 V (internally mounted)
      Export Model  T 0.5A / 250 V (internally mounted)
Line In  3.5mm
Line Out  Lo-Z, buffered, XLR and 1/4” Balanced
Line Output Level  -20 dBV (100 mVrms)
Enclosure Material  ABS Plastic
Dimensions (HWD) 5.25” x 8.4” x 9” (13 x 21 x 23 cm)
Weight  8.5 lbs / 3.8 Kg
Warranty  6 years

Technical Specifications

AN-100CM+ Console Speaker CHM-100/DEL-100 Microphone Base

Power Requirement +22 VDC @ 60 mA from pin 2 of daisy chain
Output Impedence  >10k Ω
Phantom Power  18 V
Dimensions (HWD) 5.8” x 6.5” x 1.75” ( 14.73 x 16.51 x 4.45 cm)
Weight  0.90 lbs / .41 Kg
Daisy Chain In/Out Male and Female 3-pin XLR
CHM-100 Controls  Push to Talk,  Volume and Mute Others
DEL-100 Controls  Push to Talk and Volume
Warranty  2 years

Pickup Pattern  Cardioid
Type  Electret Condenser
Phantom Power  9 - 52 Volts DC
Impedence  600 Ω (balanced) 
Response  50 Hz - 18 kHz ±3dB
Sensitivity  -56 dB @ 1 kHz open circuit (0 dB = 1 V/ubar)
Dimension  24” long, 1/2” diameter
Warranty   2 years

LM-618 Gooseneck Microphone

(Features & Specifications Subject to Change Without Notice)

Technical Specifications



RescueMAN Personal PA System was designed for first responders requiring voice amplification for emergencies or crowd 
control situations. 100 dB of crystal clear sound pumped out of a lightweight, wearable enclosure designed to be heard 
over loud emergency equipment or in an active environment.  It also features a high quality record & replay function which 
allows a user to record a voice message up to 20 seconds with repeating capablility. 30W amplifier lightweight - Just over 2 lbs

High quality record & replay function

Up to 20 second recordable messages with 
repeating capablity

Red siren alert button

Easy push buttons for easy access

Dynamic lightweight microphone

Powered with 10 AA Alkaline or  
rechargeable NIMH

Operates up to 12 hours on a single charge

Optional car charger

Optional mounting magnet

Adjustable strap with for  
easy handling

Crowds up to 100+

ACCESSORIES

MIC-50   Handhel microphone 1/4” plug
HBM Headband microphone 1/4” plug
RC-30   Battery charging kit
RC-RSM Car charger
MT-RSM Mounting magnet

MADE IN USA

SIX YEAR WARRANTY

RescueMan PA System
Technical Specifications

Features

(Features & Specifications Subject to Change Without Notice)

TECHNICAL SPECIFICATIONS

Rated Power Output  30 watts
Max SPL @ Rated Power 100 dB @ 1 meter
Frequency Response  100 Hz – 15 KHz +/- 3dB
Speaker Type  4 inch neodymium
Battery Type  10 ‘AA’ alkaline
Dimensions 
(HWD)  6.75” x 4.6” x 3.4” 
  (17.1 x 11.7 x 8.6 cm)

Weight  2.15 lbs / .975 Kg

  Inputs
  Microphone  Lo-Z, 1/4” phone

  RC-30 – Recharge Kit (optional)
Battery Type  10 ‘AA’ size, NiMH 2.5 AH
Charger  AC-30
AC-30 Input  120 VAC, 60Hz, 24 watts max
AC-30/220 Input  220 VAC, 50Hz, 10 watts max

CHARGER INPUT

CHARGER 
INDICATOR

POWER 
INDICATOR

SIREN

BUTTON

PLAY

BUTTON
RECORD

BUTTON

MICROPHONE

INPUT

Model Shown: RSM-7500

RESCUEMAN CONTROLS

RSM-7500 WITH MIC-50

HBM-50

RESCUEMAN MODELS

RSM-7500 RescueMAN with shoulder strap - 
no holster (mic and batteries not 
included) 

RSM-7500H RescueMAN with holster strap  
(mic and batteries not included)
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